3/4" x 3" MIN. 'L
SHAPED GRAVEL GUARD.

SHEET METAL EDGE
FLASHING (GRAVEL-STOP
LIP OPTIONAL); PRIME
FLANGE BEFORE
STRIPPING SET IN MASTIC

CONTINUOUS CLEAT

GUTTER SPACER
ALTERNATELY SPACED
FROM BRACKETS

f

SHEET
METAL
GUTTER

\_m:

SPECIFIED MEMBRANE STRIPPING

OPTIONAL: FLEXIBLE MEMBRANE
CLOSURE; EXTEND INTO GUTTER

FASTENERS AT APPROX. 3" O.C., STAGGERED
GRAVEL GUARD

SPECIFIED PLANTING
SOIL

NOTES:
. GUTTER BRACKETS ARE RECOMMENDED
TO BE AT LEAST ONE GAUGE HEAVIER THAN
GUTTER STOCK.

2. DESIGN GUTTER EXPANSION JOINTS
PLACED AT APPROPRIATE INTERVALS
\ | ] [roo COMMENSURATE WITH TYPE OF METAL.

CONTINUOUS SHEET
INSULATION MATS) (SUMP TO DRAIN)

METAL CLOSURE
FASTENED APPROX. 18" THERMAL INSULATION

2z 3. INSTALL METAL PITCH DAM/GRAVEL STOP
ON PERIMETER WHEN COAL TAR OR DEAD
| g LEVEL ASPHALT 15 USED FOR SURFACING.
2-PLY MODIFIED BITUMEN
MEMBRANE W/ WATER RETENTION
SYSTEM. (FAMOGREEN RET CU-PU)
¢ FAMOBIT P4 BASE SHEET
PROTECTION BOARD (FAMOFLOR

0.C. EXTEND ONE PLY OR A
mcj__mm mm>mnm4 SUPPORT SEPARATE MEMBRANE SHEET TO
AT 12" TO 36" O.C. OVERLAY METAL CLOSURE

DEPENDING UPON CONDITIONS

/~ N\EXTENSIVE GREENROOF WITH GUTTER 08-008K

C SECTION

NTS



